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MEASUREMENT, COATING AND
MONITORING SYSTEM AND METHOD

This application is a national phase of International Appli-
cation No. PCT/GB2006/003176 filed Aug. 24, 2006 and
published in the English language.

The present invention relates to a measurement system for
and method of measuring thicknesses of coatings as applied
to objects and a coating system and method for coating
objects, in particular three-dimensional objects, with coat-
ings, in particular thermal barrier coatings (TBCs), and a
monitoring system for and method of monitoring a state of a
thermal barrier coating (TBC) as applied to an object which is
exposed to a high-temperature environment, and a TBC for
use with the same.

The coating of objects, for example, by spraying tech-
niques, is well established, with the thickness of a coating
being dictated by the coating parameters. In existing coating
systems, a coating of a required thickness is obtained by
control of the coating parameters. For example, in a spraying
technique which operates under predetermined process con-
ditions and provides for a coating thickness of 1 pm ina single
pass, a coating of 5 um would be achieved by performing five
passes at those process conditions.

One problem associated with coating systems is that the
thickness of a coating can vary significantly from object to
object, and, for some coatings, such as TBCs, the thickness
and continuity of the coating is critical to the performance of
the object.

The present inventors have recognized that the improved
coating of objects can be achieved through the provision of a
luminescent material at the surface of an object which is to be
coated, and detecting the luminescence emission from the
coated object, where the intensity of the luminescence emis-
sion provides for a determination of the thickness of the
coating.

Thickness monitoring techniques which utilize a fluores-
cent material for the monitoring of the thickness of a coating
have been revealed in searches from other fields of art.
Examples include EP-A-0599208 and EP-A-1318211. Not-
withstanding that these techniques relate to entirely different
fields of art, which a person skilled in the art would have had
no motivation to consider, these techniques will be briefly
considered below.

EP-A-0599208 discloses a co-extrusion process in which
the core layer includes a fluorescent dye, which allows for a
determination of the effectiveness of the outer coating of an
extruded product by monitoring for fluorescence from the
core layer. Where fluorescence is detected, the outer layer is
determined not to have the adequate thickness, and the
extruded product is not acceptable. Such a co-extrusion pro-
cess is entirely unrelated to the present invention, which
provides for the measurement and control of the thickness of
a coating which is progressively deposited on an object, in
particular a TBC.

EP-A-1318211 discloses a monitoring process which pro-
vides for the monitoring of the thickness of a deposit which
deposits on the sidewall of a processing chamber by monitor-
ing the fluorescence emission from a fluorescent layer, and
allows for a determination as to when the processing chamber
requires cleaning. There is no disclosure or suggestion of the
measurement and control of the thickness of a coating which
is progressively deposited on an object, in particular a TBC,
and certainly no suggestion of the mapping of the thickness
profile of a coated object. As should be understood, the thick-
ness and continuity of TBCs is critical, as otherwise cata-
strophic failure of the coated object will occur.
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In one aspect the present invention provides a measure-
ment system for measuring thicknesses of coatings as applied
to objects, the system comprising: a support unit for support-
ing an object which includes a coating and a luminescent
material beneath the coating; a detector unit including a
detector for detecting a luminescence signal from the lumi-
nescent material, wherein an intensity of the luminescence
signal represents the thickness of the coating; and a determi-
nation unit for determining the thickness of the coating from
the intensity of the luminescence signal as detected by the
detector of the detector unit.

In another aspect the present invention provides a method
of'measuring thicknesses of coatings as applied to objects, the
method comprising the steps of: supporting an object which
includes a coating and a luminescent material beneath the
coating; detecting a luminescence signal from the lumines-
cent material, wherein an intensity of the luminescence signal
represents the thickness of the coating; and determining the
thickness of the coating from the intensity of the lumines-
cence signal as detected by the detector of the detector unit.

In a further aspect the present invention provides a coating
system for coating objects, the system comprising: a support
unit for supporting an object to be coated; an applicator unit
including an applicator for applying a coating material to a
surface of the object to form a coating on the object; a detector
unit including a detector for detecting a luminescence signal
from the surface of the object, wherein an intensity of the
luminescence signal represents a thickness of the applied
coating; and a determination unit for determining the thick-
ness of the coating from the intensity of the luminescence
signal as detected by the detector of the detector unit.

In a still further aspect the present invention provides a
method of coating objects, the method comprising the steps
of: supporting an object to be coated; applying a coating
material to a surface of the object to form a coating on the
object; detecting a luminescence signal from the surface of
the object, wherein an intensity of the luminescence signal
represents a thickness of the coating; and determining the
thickness of the coating from the intensity of the detected
luminescence signal.

Another feature of the present invention relates to the fail-
ure of TBCs, which often occurs as a result of de-lamination
from the underlying objects, which de-lamination usually is a
progressive failure which arises from localized blisters.

The present inventors have recognized that it is possible to
monitor TBCs for the generation of such blisters, and thus
provide for an early warning to the possible failure of the
associated objects, which enables the associated machinery
which incorporates the objects to be taken out of service and
thereby prevent potentially catastrophic failure of that
machinery.

There are existing techniques, such as disclosed in JP-A-
2005-146291, which utilize a luminescent coating to provide
for detection of physical damage in a TBC, either through
erosion or de-lamination through peeling, but none of these
techniques provide for the monitoring of the generation of
blisters which occur at the interface of TBCs and the coated
objects, which typically are turbine blades.

JP-A-2005-146291 discloses a system and method which
detects physical damage to a TBC by incorporating a lumi-
nescent coating in the TBC and monitoring the exhaust gas
stream for the presence of luminescent particles, which are
indicative of physical damage to the TBC. Such monitoring of
TBCs does not allow for detection of blisters which occur at
the interface of the TBCs ahead of the disintegration of the
luminescent coating. It is a particular aspect of the present
invention that blisters be achieved ahead of dis-integration of
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the luminescent coating, which allows the coated object to be
removed from service and re-furbished, instead of being
scrapped, as would otherwise ordinarily occur following
catastrophic failure.

In one aspect the present invention provides a monitoring
system for monitoring a state of a thermal barrier coating
comprising a first, lower luminescent coating on a surface of
an object and a second, upper structural coating on the lower
coating, the system comprising: a detector unit including a
detector for detecting a luminescence signal from the lumi-
nescent coating, wherein the detected luminescence signal is
representative of a temperature of the luminescent coating;
and a monitoring unit for monitoring the detected lumines-
cence signal for at least one characteristic which is represen-
tative ofa localized region of raised or reduced temperature in
the luminescent coating, and providing a control indication
on detecting the at least one characteristic.

In another aspect the present invention provides a method
of monitoring a state of a thermal barrier coating comprising
afirst, lower luminescent coating on a surface of an object and
a second, upper structural coating on the lower coating, the
method comprising the steps of: detecting a luminescence
signal from the luminescent coating, wherein the detected
luminescence signal is representative of a temperature of the
luminescent coating; and monitoring the detected lumines-
cence signal for at least one characteristic which is represen-
tative ofa localized region of raised or reduced temperature in
the luminescent coating.

In a further aspect the present invention provides an object
coated with a thermal barrier coating comprising a first, lower
luminescent coating on a surface of the object and a second,
upper main coating on the lower coating, wherein the main
coating has a thickness substantially greater than that of the
luminescent coating.

In a still further aspect the present invention provides a
system and method for pyrometrically determining a tem-
perature of an object which incorporates or is coated with a
luminescent material, typically a thermographic phosphor, by
referencing the detected signal of a pyrometer to the tempera-
ture as determined from the luminescence emission from the
luminescent material.

A particular disadvantage of pyrometers, as employed in
high-temperature environments, arises from the fact that the
manifestation of surface artefacts, for example, surface
deposits, means that a precise determination of the tempera-
ture of an object is not possible, but the present inventors have
recognized that this is overcome by referencing the pyro-
metrically-determined temperature to the temperature as
determined from a luminescence emission.

Preferred embodiments of the present invention will now
be described hereinbelow by way of example only with ref-
erence to the accompanying drawings, in which:

FIG. 1 schematically illustrates a coating system in accor-
dance with a preferred embodiment of the present invention;

FIGS. 2(a) to (e) illustrate the steps in coating a component
with a structural coating using the coating system of FIG. 1,
when operative in accordance with one embodiment of the
present invention;

FIG. 3 illustrates a plot representing the relationship of
coating thickness to the intensity of the detected lumines-
cence signal;

FIGS. 4(a) to (e) illustrate the steps in coating a component
with a structural coating using the coating system of FIG. 1,
when operative in accordance with another embodiment of
the present invention;
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FIG. 5 schematically illustrates a monitoring system in
accordance with a preferred embodiment of the present
invention;

FIG. 6(a) illustrates an object coated with a TBC in accor-
dance with a preferred embodiment of the present invention;

FIG. 6(b) illustrates the object of FIG. 6(a) where includ-
ing a blister;

FIG. 7 schematically illustrates a temperature measure-
ment system in accordance with a preferred embodiment of
the present invention; and

FIG. 8 illustrates an object coated with a TBC in accor-
dance with a preferred embodiment of the present invention.

FIG. 1 illustrates a coating system in accordance with a
preferred embodiment of the present invention.

The coating system of the present invention provides for
the coating of a component 2, for example, in the form of a
turbine blade.

As illustrated in FIGS. 2(a) to (e), the component 2
includes a luminescent material 3, in this embodiment as
provided in a thin coating 4, at the surface which is to be
coated with a structural coating 5. In an alternative embodi-
ment the luminescent material 3 could be incorporated in the
component 2.

In one embodiment a bondcoat, for example, of Al,0;, can
be incorporated at the surface of the component 2, such as to
promote adhesion of the coatings 4, 5 to the component 2. In
one embodiment an Al,O; can be formed by thermal growth
from an alloy, for example, MCrAlY (where M is a metal), or
anintermetallic compound, for example, platinum aluminide.

The coating system comprises a support unit 7 which sup-
ports a component 2 which is to be coated. In this embodi-
ment the support unit 7 supports the component 2 in a vertical
orient, but in other embodiments the component 2 could be
supported in any orient.

Inthis embodiment the support unit 7 is configured to move
the component 2, here rotationally about one axis Z, and
translationally in the axes X, Y, Z.

In another embodiment the support unit 7 is configured to
hold the component 2 stationary in a fixed position.

The coating system further comprises an applicator unit 8
for applying one or more different coating materials to the
surface of the component 2.

The applicator unit 8 includes an applicator head 9 by
which a coating material is applied to the component 2, and at
least one coating material reservoir 10 for containing at least
one coating material.

In this embodiment the applicator head 9 comprises a spray
head which delivers a coating material as a spray to the
component 2, such as by way of plasma spraying.

In this embodiment the applicator unit 8 comprises a plu-
rality of coating material reservoirs 10a, 105, each containing
a different coating material to be applied to the component 2.
As will be described in more detail hereinbelow, in one
embodiment, the first coating material reservoir 10a contains
a luminescent coating material which is applied first to form
the luminescent layer 4 on the surface of the component 2, and
the second coating material reservoir 105 contains a structural
coating material which is subsequently applied over the lumi-
nescent layer 4 to form the structural coating 5 on the com-
ponent 2.

In this embodiment the applicator head 9 is held stationary
in relation to the support unit 7, such that the surface of the
component 2 is passed in front of the applicator head 9 to coat
the component 2. In this embodiment, as will be described in
more detail hereinbelow, a coating of the required thickness is
built up by passing the surface of the component 2 a succes-
sion of times in front of the applicator head 9.
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In an alternative embodiment the applicator head 9 could
be moved in relation to the support unit 7, such that the
applicator head 9 is moved in relation to the component 2
where either held stationary or moved by the support unit 7.

The coating system further comprises a detector unit 11 for
emitting an excitation signal ES to and receiving a lumines-
cence signal LS from the surface of the component 2.

In this embodiment the detector unit 11 comprises a light
source 15 which generates a light beam, here a laser beam, as
the excitation signal ES and irradiates a point on the surface of
the component 2, and a detector 17 which receives the lumi-
nescence signal LS from the irradiated surface of the compo-
nent 2.

With this configuration, as the component 2 is passed in
front of the detector unit 11, the surface of the component 2 is
scanned by the light beam as generated by the light source 15,
such as to map the intensity of the luminescence signal L.S
from the surface of the component 2.

As illustrated in FIG. 3, the intensity of the detected lumi-
nescence signal LS is a function of the thickness of the struc-
tural coating 5, with the intensity of the luminescence signal
LS decreasing as the thickness of the structural coating 5
increases, such that a required thickness of the structural
coating 5 corresponds to a predetermined intensity of the
luminescence signal LS.

In an alternative embodiment the light source 15 could be
configured to irradiate a region of the surface of the compo-
nent 2, and the detector 17 could comprise a two-dimensional
detector array which captures the luminescence signal LS
from the irradiated region of the surface of the component 2.

In this embodiment the detector unit 11 includes a calibra-
tion reference, which provides at predetermined intervals for
measurement at the support unit 7 of the intensity of the light
beam as generated by the light source 15, and a condition
monitoring module for monitoring the condition of the light
beam as generated by the light source 15 during operation of
the detector unit 11. Through use of the calibration reference
and the condition monitoring module, the intensity of the
light beam as generated by the light source 15 can be moni-
tored, such as to provide that the measurement of the thick-
ness of the structural coating 5 is reliable.

The control system further comprises a control unit 19 for
controlling the operation of the support unit 7, the applicator
unit 8 and the detector unit 11, in this embodiment controlling
the operation of the support unit 7 and the applicator unit 8 in
response to the luminescence signal LS as detected by the
detector unit 11.

Operation of the coating system will now be described
hereinbelow.

The component 2 to be coated is firstly mounted in the
support unit 7.

The support unit 7 and the applicator unit 8 are then oper-
ated to coat the surface of the component 2 with a luminescent
coating 4, as illustrated in FIG. 2(5), in this embodiment by
passing the surface of the component 2 in front of the appli-
cator head 9 of the applicator unit 8. In this embodiment the
component 2 is coated with a single coat from one pass, but in
other embodiments the component 2 could be coated with a
plurality of coats from a plurality of passes.

Following coating of the component 2 with the lumines-
cent coating 4, and again as illustrated in FIG. 2(b), the
support unit 7 and the detector unit 11 are then operated to
map the intensity of the luminescence signal LS .- from the
luminescent coating 4 on the surface of the coated component
2.

As will be described further hereinbelow, this mapped
intensity of the luminescence signal LS -~ from the lumines-
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6

cent coating 4 is utilized as a reference map for the intensity
of the luminescence signal LS., as subsequently mapped
from the luminescent coating 4 during coating of the compo-
nent 2 with the structural coating 5, and, by reference of the
detected luminescence signal LS, at given points on the
surface of the component 2 to the corresponding points in the
reference map of the intensity of the luminescence signal
LSz zz the thickness of the structural coating 5 can be deter-
mined.

The support unit 7, the applicator unit 8 and the detector
unit 11 are then operated to coat the surface of the component
2 with a structural coating 5, in this embodiment by moving
the surface of the component 2 in front of the applicator head
9 of the applicator unit 8 and coating the component 2 in a
plurality of passes, as illustrated in FIGS. 2(¢) to (e).

As the structural coating 5 is applied to the component 2,
the thickness of which increases following each pass of the
applicator head 9, the intensity of luminescence signal
LScourts LScourss - - - s LS cosrs, from the luminescent coat-
ing 4 on the surface ofthe coated component 2 is continuously
mapped and referenced to the datum reference map.

This coating of the component 2 continues until the struc-
tural coating 5 is determined to have the required minimum
thickness at any point on the surface of the component 2, at
which time operation of the support unit 7, the applicator unit
8 and the detector unit 11 is terminated.

In this way, the structural coating 5 has the necessary
minimum thickness to provide the required structural func-
tion, thus avoiding the need to overcoat the component 2
significantly as would otherwise be necessary to provide that
the structural coating 5 is continuous and has the required
structural function.

In another embodiment, as a modification of the above-
described embodiment, and as illustrated in FIGS. 4(a) to (e),
the detector unit 11, instead of being operative to map the
luminescence signal LS, , 7, and hence the thickness of the
structural coating 5, during the application of the structural
coating 5, can be utilized to determine the thickness of the
structural coating 5 following application by the applicator
unit 8, such as to determine that the applied structural coating
5 has a minimum thickness at any point on the surface of the
component 2.

Operation of the coating system of this embodiment is as
follows.

The component 2 to be coated is firstly mounted in the
support unit 7.

The support unit 7 and the applicator unit 8 are then oper-
ated to coat the surface of the component 2 with a luminescent
coating 4, as illustrated in FIG. 4(5), in this embodiment by
passing the surface of the component 2 in front of the appli-
cator head 9 of the applicator unit 8. In this embodiment the
component 2 is coated with a single coat from one pass, but in
other embodiments the component 2 could be coated with a
plurality of coats from a plurality of passes.

Following coating of the component 2 with the lumines-
cent coating 4, and again as illustrated in FIG. 4(b), the
support unit 7 and the detector unit 11 are then operated to
map the intensity of luminescence signal LSz, from the
luminescent coating 4 on the surface of the component 2.

As described hereinabove, this mapped intensity of the
luminescence signal LS, is utilized as a reference map for
the intensity of the luminescence signal LS., as subse-
quently mapped from the luminescent coating 4 following
coating of the component 2 with the structural coating 5.

The support unit 7 and the applicator unit 8 are then oper-
ated to coat the surface of the component 2 with a structural
coating 5 of a desired thickness, in this embodiment by mov-
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ing the surface of the component 2 in front of the applicator
head 9 of the applicator unit 8 and coating the component 2 in
a plurality of passes, as illustrated in FIGS. 4(c) to (e).

Following application of the structural coating 5 to the
component 2, and again as illustrated in FIG. 4(e), the support
unit 7 and the detector unit 11 are then operated to map the
intensity of the luminescence signal LS., from the lumi-
nescent coating 4 on the surface of the coated component 2.

The control unit 19 is then operative to determine the
thickness of the structural coating 5 from the mapped inten-
sity of the luminescence signal LS., , - from the luminescent
coating 4 on the surface of the coated component 2, by refer-
ence of the detected luminescence signal LS., at given
points on the surface of the component 2 to the corresponding
points in the reference map of the intensity of the lumines-
cence signal LS, ;.

In this way, a determination can be made as to whether the
structural coating 5 has the necessary minimum thickness to
provide the required structural function, thus avoiding the
need to overcoat the component 2 significantly as would
otherwise be necessary to provide that the structural coating 5
is continuous and has the required structural function.

FIG. 5 illustrates a monitoring system for monitoring a
TBC 101 as coated on a component 103, which is subjected to
ahigh-temperature environment, for the generation of blisters
at the interface of the TBC 101 and the component 103 in
accordance with a preferred embodiment of the present
invention.

The monitoring system comprises a detector unit 105 for
optically detecting a luminescence emission from the TBC
101 as coated on the component 103, and a monitoring unit
109 for monitoring the state of the TBC 101 in response to the
detected luminescence emission.

As illustrated in FIG. 6(a), the TBC 101 comprises a first,
luminescent coating 101a which is applied to the surface of
the component 103, and a second, thicker structural coating
1015 which is applied over the surface of the luminescent
coating 101a and is such as to allow for the optical interro-
gation of the luminescent coating 101a.

In this embodiment the luminescent coating 101¢ is a thin
coating as applied to the surface of the component 103,
which, while in contact with the surface of the component
103, has a temperature approximately that of the surface of
the component 103. As will become apparent hereinbelow, in
being a thin coating, the luminescent coating 101a more
closely matches the temperature at the surface of the compo-
nent 103, which is normally at a reduced temperature as
compared to the high-temperature, ambient environment.

In one embodiment a bondcoat, for example, of A1,O;, can
be incorporated at the surface of the component 103, such as
to promote adhesion of the TBC 101 to the component 103. In
one embodiment an Al,O; can be formed by thermal growth
from an alloy, for example, MCrAlY (where M is a metal), or
anintermetallic compound, for example, platinum aluminide.

In one embodiment the luminescent coating 101a has a
thickness of up to about 50 um, preferably up to about 25 pm
and more preferably up to about 10 pm.

In one embodiment the luminescent coating 101a com-
prises a pyrochlore host phase which is doped with at least
one luminescent dopant.

Preferably, the at least one luminescent dopant comprises
at least one of Pr and Tb.

Preferably, the host phase is doped with between 1 mol %
and 10 mol % of the at least one luminescent dopant.
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More preferably, the host phase is doped with between 1
mol % and 7 mol % of'the at least one luminescent dopant, and
in one embodiment between 3 mol % and 7 mol % of the at
least one luminescent dopant.

Still more preferably, the host phase is doped with between
4 mol % and 6 mol % of the at least one luminescent dopant.

In a preferred embodiment the host phase is doped with
about 5 mol % of the at least one luminescent dopant.

In another embodiment the luminescent coating 101a com-
prises a zirconia-based host phase and at least one lumines-
cent dopant.

In one embodiment the zirconia-based host phase com-
prises YSZ, and preferably one of zirconia stabilized with
from about 3 mol % to about 6 mol % yttria, more preferably
4 mol % yttria, which is a t' structure, or zirconia stabilized
with from about 6 mol % to about 10 mol % yttria, more
preferably 8 mol % yttria, which is a cubic structure.

In a further embodiment the zirconia-based host phase
comprises a zirconate pyrochlore.

Preferably, the at least one luminescent dopant is at least
one element selected from the lanthanide series (rare earth
metals).

In one embodiment the at least one luminescent dopant
comprises a single dopant selected from Ce, Dy, Er, Eu, Gd,
Ho, Nd, Pr, Sm, Tb, Tm and Yb.

In another embodiment the at least one luminescent dopant
comprises a pair of dopants selected from the following pairs
ofelements Gd and Er, Gd and Nd, Gd andYb, Yb and Nd and
Yb and Sm.

In one embodiment the luminescent coating 101a com-
prises a second, discrete phase.

Preferably, the second phase contains Y and Al.

In one embodiment the second phase includes yttria and an
aluminate.

In another embodiment the second phase is a YAG-based
phase, and preferably one of Y,Al,O,, or Y;Al Fes O,,.

In a further embodiment the second phase is a YAP-based
phase, and preferably YAIO;.

In one embodiment the second phase is a phase which is
chemically and physically stable at high temperatures of typi-
cally up to about 1700 C, and preferably when thermally
cycled.

In one embodiment the at least one luminescent dopant
comprises one or more elements from the lanthanide series,
and more preferably one or more elements selected from Ce,
Dy, Er, Eu, Gd, Ho, Nd, Pr, Sm, Tb, Tm and Yb.

In a further embodiment the luminescent coating 101a
comprises a YAG-based host phase, and preferably one of
Y,ALO,, or Y;Al Fe; O,,, and at least one luminescent
dopant

In a still further embodiment the luminescent coating 101a
comprises a YAP-based host phase, and preferably YAIO;,
and at least one luminescent dopant.

In a yet still further embodiment the luminescent coating
101a comprises an yttria host phase and at least one lumines-
cent dopant.

In this embodiment the structural coating 1015 is a sub-
stantially thicker coating than the luminescent coating 1014,
and acts principally as the thermal barrier to the high-tem-
perature, ambient environment.

In one embodiment the structural coating 1015 has a thick-
ness of at least about 25 um, preferably of at least about 50
um, and more preferably of at least about 100 um.

In one embodiment the ratio of the thicknesses of the
structural coating 1015 and the luminescent coating 101a is at
least 2:1, preferably at least 5:1, and more preferably at least
10:1.
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In one embodiment the structural coating 1015 comprises
a pyrochlore.

In another embodiment the structural coating 10156 com-
prises a zirconia-based phase.

In one embodiment the zirconia-based phase comprises
one of zirconia stabilized with from about 3 mol % to about 6
mol % yttria, preferably 4 mol % yttria, or zirconia stabilized
with from about 6 mol % to about 10 mol % yttria, preferably
8 mol % yttria.

In this embodiment the luminescence detector unit 105
comprises a light source 115 which generates a light beam,
here a laser beam, as an excitation signal ES which irradiates
a region on the surface of the component 103, and a detector
117 which receives a luminescence signal LS from the irra-
diated surface of the component 103.

With this configuration, the surface of the component 103
is scanned by the light beam as generated by the light source
115, such as to map the luminescence signal LS from the
luminescence coating 101a of the TBC 101.

In an alternative embodiment the light source 115 could be
configured to irradiate a region of the surface of the compo-
nent 103, and the detector 117 could comprise a two-dimen-
sional detector array which captures the luminescence signal
LS from the irradiated region of the surface of the component
103.

In this embodiment the monitoring unit 109 is operative to
monitor the detected luminescence signal LS, which repre-
sents the temperature of the luminescent coating 101a over
the scanned surface of the component 103, for at least one
characteristic which is representative of a temperature tran-
sition in the luminescent coating 101a, either in terms of a
temperature differential AT, in one embodiment between two
adjacent locations which would be expected to have a similar
temperature, or in terms of araised absolute temperature T, as
compared to a normal temperature Ty,

For as long as the luminescent coating 101« is in contact
with the surface of the component 103, as illustrated in FIG.
6(a), the detected luminescence signal LS would have an
expected profile.

However, where a blister 119 develops in the TBC 101,
which is such as to generate a void 121 at the interface of the
surface of the component 103 and the luminescent coating
101a, as illustrated in FIG. 6(5), the luminescent coating 110a
separates from the surface of the component 103 at the local-
ized region of the blister 119, and, as a consequence, has a
raised temperature at that localized region when operated in a
high-temperature environment, insofar as there is no direct
thermal conduction path from that localized region of the
luminescent coating 101a, which is thermally connected to
the high-temperature environment through the structural
coating 1014, and the surface of the component 103, which is
at a significantly lower temperature than the environment and
would normally provide a thermal conduction path.

This localized increase in the temperature of the lumines-
cent coating 101« is manifested in the detected luminescence
signal LS, and can be identified by monitoring the lumines-
cence signal LS for at least one characteristic which is repre-
sentative of a temperature transition in the luminescent coat-
ing 101a, either in terms of a temperature differential AT, in
one embodiment between two adjacent locations which
would be expected to have a similar temperature, or in terms
of a raised absolute temperature T as compared to a normal
temperature T,

Where the monitoring unit 109 identifies the at least one
characteristic in the luminescence signal LS, which is repre-
sentative of the generation of a blister 119 in the TBC 101, a
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warning can be provided, and in one embodiment the moni-
toring unit 109 can provide for the shutting down of the
associated machinery.

In one embodiment the luminescent coating 101a can
advantageously be formed of luminescent material composi-
tions which are operative to a lower temperature than the
high-temperature, ambient environment in which the compo-
nent 103 is utilized, insofar as the structural coating 1015 acts
as thermal shield. Furthermore, the luminescent coating 101a
could be formed of a luminescent composition which pro-
vides a detectable luminescence signal LS at the normal tem-
perature T, of the luminescent coating 101a, but which does
not provide a detectable luminescence signal LS at the raised
temperature T of the luminescent coating 101« as present at
the blister 119.

FIG. 7 illustrates a temperature measurement system for
measuring the temperature of a TBC 201 as coated on a
component 203, which is subjected to a high-temperature
environment, in accordance with a preferred embodiment of
the present invention.

The temperature measurement system comprises a lumi-
nescence detector 205 for optically detecting a luminescence
emission from the component 203, a radiation pyrometer 207
for detecting the radiation emission from the component 203,
and a control unit 209 for determining the temperature of the
component 203 from the luminescent and radiation emissions
as detected by the luminescence detector 205 and the radia-
tion pyrometer 207.

As illustrated in FIG. 8, the TBC 201 comprises a first,
luminescent coating 201a which is applied to the surface of
the component 203, and a second, thicker structural coating
2015 which is applied over the surface of the luminescent
coating 201a and is such as to allow for the optical interro-
gation of the luminescent coating 201a.

In this embodiment the luminescent coating 201a is a thin
coating as applied to the surface of the component 203, which
has a temperature approximately that of the surface of the
component 203.

In an alternative embodiment the TBC 201 could comprise
only a single, luminescent coating 201a, which is configured
also to provide the necessary structural functionality.

In one embodiment a bondcoat, for example, of Al,0;, can
be incorporated at the surface of the component 203, such as
to promote adhesion of the TBC 201 to the component 203. In
one embodiment an Al,O; can be formed by thermal growth
from an alloy, for example, MCrAlY (where M is a metal), or
anintermetallic compound, for example, platinum aluminide.

In one embodiment the luminescent coating 201a has a
thickness of up to about 50 um, preferably up to about 25 pm
and more preferably up to about 10 pm.

In one embodiment the luminescent coating 201a com-
prises a pyrochlore host phase which is doped with at least
one luminescent dopant.

Preferably, the at least one luminescent dopant comprises
at least one of Pr and Th.

Preferably, the host phase is doped with between 1 mol %
and 10 mol % of the at least one luminescent dopant.

More preferably, the host phase is doped with between 1
mol % and 7 mol % of'the at least one luminescent dopant, and
in one embodiment between 3 mol % and 7 mol % of the at
least one luminescent dopant.

Still more preferably, the host phase is doped with between
4 mol % and 6 mol % of the at least one luminescent dopant.

In a preferred embodiment the host phase is doped with
about 5 mol % of the at least one luminescent dopant.
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In another embodiment the luminescent coating 201a com-
prises a zirconia-based host phase and at least one lumines-
cent dopant.

In one embodiment the zirconia-based host phase com-
prises YSZ, and preferably one of zirconia stabilized with
from about 3 mol % to about 6 mol % yttria, more preferably
4 mol % yttria, or zirconia stabilized with from about 6 mol %
to about 10 mol % yttria, more preferably 8 mol % yttria.

In a further embodiment the zirconia-based host phase
comprises a zirconate pyrochlore.

Preferably, the at least one luminescent dopant is at least
one element selected from the lanthanide series.

In one embodiment the at least one luminescent dopant
comprises a single dopant selected from Ce, Dy, Er, Eu, Gd,
Ho, Nd, Pr, Sm, Tbh, Tm and Yb.

In another embodiment the at least one luminescent dopant
comprises a pair of dopants selected from the following pairs
of elements Gd and Er, Gd and Nd, Gd and Yb, Yb and Nd and
Yb and Sm.

In one embodiment the luminescent coating 201a com-
prises a second, discrete phase.

Preferably, the second phase contains Y and Al.

In one embodiment the second phase includes yttria and an
aluminate.

In another embodiment the second phase is a YAG-based
phase, and preferably one of Y,Al,O,, or Y;Al Fes O,.

In a further embodiment the second phase is a YAP-based
phase, and preferably YAIO;.

In one embodiment the second phase is a phase which is
chemically and physically stable at high temperatures of typi-
cally up to about 1700 C, and preferably when thermally
cycled.

In one embodiment the at least one luminescent dopant
comprises one or more elements from the lanthanide series,
and more preferably one or more elements selected from Ce,
Dy, Er, Eu, Gd, Ho, Nd, Pr, Sm, Tb, Tm and Yb.

In a further embodiment the luminescent coating 201a
comprises a YAP-based host phase, and preferably one of
Y,ALO,, or Y Al Fe; O,, and at least one luminescent
dopant.

In a still further embodiment the luminescent coating 201a
comprises a YAP-based host phase, and preferably YAIO;,
and at least one luminescent dopant.

In a yet still further embodiment the luminescent coating
201a comprises an yttria host phase and at least one lumines-
cent dopant.

In this embodiment the structural coating 2015 is a sub-
stantially thicker coating than the luminescent coating 201a,
and acts principally as the thermal barrier to the high-tem-
perature, ambient environment.

In one embodiment the structural coating 2015 has a thick-
ness of at least about 25 um, preferably of at least about 50
um, and more preferably of at least about 100 um.

In one embodiment the ratio of the thicknesses of the
structural coating 2015 and the luminescent coating 201a is at
least 2:1, preferably at least 5:1, and more preferably at least
10:1.

In one embodiment the structural coating 2015 comprises
a pyrochlore.

In another embodiment the structural coating 2015 com-
prises a zirconia-based phase.

In one embodiment the zirconia-based phase comprises
one of zirconia stabilized with from about 3 mol % to about 6
mol % yttria, preferably 4 mol % yttria, or zirconia stabilized
with from about 6 mol % to about 10 mol % yttria, preferably
8 mol % yttria.
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In this embodiment the luminescence detector unit 205
comprises a light source 215 which generates a light beam,
here a laser beam, as an excitation signal ES which irradiates
a region on the surface of the component 203, and a detector
217 which receives a luminescence signal LS from the irra-
diated surface of the component 203. As will be described in
more detail hereinbelow, the luminescence detector unit 205
provides for the determination of a reference temperature,
which is utilized to calibrate the temperatures as determined
from the image as detected by the pyrometer unit 207.

In this embodiment the pyrometer unit 207 comprises a
detector 219 which, through focussing optics (not illustrated)
detects an image of the radiation, in this embodiment IR
radiation, as emitted from the component 203.

Operation of the temperature measurement system is as
follows.

The control unit 209 receives an input corresponding to the
luminescence signal LS from the luminescence detector unit
205, and an input corresponding to the imaged radiation from
the component 203.

The input corresponding to the luminescence signal LS
from the luminescence detector unit 205 is utilized to deter-
mine a temperature for the irradiated reference region.

The input corresponding to the radiation image from the
component 203 is calibrated by determining a calibration
factor which provides the section of the imaged radiation
which corresponds to the reference region to have the refer-
ence temperature, and subsequently applying the reference
factor to the radiation image.

With this configuration, the component 203 is pyrometri-
cally mapped in such a manner as to provide absolute tem-
peratures with an accuracy which cannot be achieved by the
pyrometer unit 207 alone.

Finally, it will be understood that the present invention has
been described in its preferred embodiments and can be
modified in many different ways without departing from the
scope of the invention as defined by the appended claims.

For example, in one modification, in the monitoring system
of FIG. 5, the monitoring unit 109 could be configured to
monitor the detected luminescence signal LS for a localized
region of reduced absolute temperature T, as compared to a
normal temperature T, such as would be observed at a blister
119 at the interface of the component 103 and the TBC 101
where operated in an environment which is colder than the
temperature of the component 103.

Also, it is to be understood that aspects of any one of the
described embodiments can be applied to any of the other
described embodiments, for example, in relation to the com-
position of the structural and luminescent phases.

The invention claimed is:

1. A system for measuring a temperature of an object, the
system comprising:

a luminescence detector unit for detecting a luminescence

signal from the object, wherein the object is coated with
a thermal barrier coating which includes a luminescent
material;

a radiation pyrometer for detecting an infrared radiation
signal from the object, wherein the radiation signal is an
image which is captured from the object; and

a control unit for determining a reference temperature from
the luminescence signal and a temperature of the object
by calibrating the radiation signal with reference to the
reference temperature.

2. The system of claim 1, wherein the thermal barrier
coating comprises a first, lower luminescent coating on a
surface of the object and a second, upper structural coating on
the lower coating.
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3. The system of claim 1, wherein the luminescence signal
is a luminescence signal from a reference region of the object.

4. A method of measuring a temperature of an object, the
method comprising the steps of:

detecting a luminescence signal from the object, wherein

the object is coated with a thermal barrier coating which
includes a luminescent material;

detecting an infrared radiation signal from the object using

a radiation pyrometer, wherein the radiation signal is an
image which is captured from the object;

determining a reference temperature from the lumines-

cence signal;

calibrating the radiation signal with reference to the refer-

ence temperature; and

determining a temperature of the object from the calibrated

radiation signal.

5. The method of claim 4, wherein the thermal barrier
coating comprises a first, lower luminescent coating on a
surface of the object and a second, upper structural coating on
the lower coating.

6. The method of claim 4, wherein the luminescence signal
is a luminescence signal from a reference region of the object.
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